Partner’ Produce Sugar Avenue Evaporation Pond
Plan of Operations

2-4 loads of wash water to be transported between the hours
0f 9:00 AM and 3:00 PM to avoid commuting and bus traffic
Monday through Friday.

Wash water to be placed in one of two lined cells via a
manhole dump and gated distribution box system.

Inflows to be monitored and logged daily along with depth of
pond.

Odor control to be provided by aeration to manage chemical
and biological demand and mixing.

Facility to be securely fenced for both animal control and
safety.

Partner’s Produce Management to work with Malheur
County Vector Control to develop perform a proper
monitoring and abatement program for insect control.
Rodent control provided by conventional trapping
techniques.

Weekly inspections of the pond liner system including
leakage detection system.

Vegetation control on embankments to be performed with
conventional spraying and/ or mechanical methods.

Access road to be maintained as hard gravel surface to meet
International Fire Code Requirements for fire apparatus.
Water sampling at the plant and chemical testing monthly.
Test all pond sludge prior to disposal to determine
appropriate disposal site.

Sludge removal to be performed with rubber tracked skid
steer and conveyor system to a covered truck bed system.
Sludge will be transported to the appropriate disposal site.



SOUTHERN
PROPERTY LINE

EXISTING
CANAL

100'—0" MINIMUM SETBACK

8" HIGH PERIMETER CHAIN

/LINK SECURITY FENCE
20" WIDE

GRAVEL ROAD
FIELD @ GRADE7

20’-Q" 240°-0" 36'—0" 240'-0" 20'-0”" 73 -Q0" —————————
CELL #1 CELL #2
355,430 ft.> 355,430 ft.}

6’ HIGH PERIMETER CHAIN
TOB. 2179 ! LINK SECURITY FENCE\
"""""""" MAXIMUM ALLOWABLE | MAXMUM ALLOWABLE |
OPERATING WATER LEVEL OPERATING WATER LEVEL
FREE BOARD
N o o o o o N o o o o S MoL. 2177 | - o o o o - o o o o o |1
P b
PERIMETER DIKE PERIMETER DIKE PERIMETER DIKE 20" WIDE
" SLOPED @ 4:1 MAX ® " SLOPED @ 4:1 MAX ® SLOPED @ 4:1 MAX GRAVEL ROAD [HELD @ GRADE

CFF. 2174 CFF. 2174

EVAPORATIVE POND SECTION

Vertical Scale: 1/4"=1'-0"
Horizontal Scale: 1/32"=1"'-0"

IN PART WITHOUT THE EXPRESSED WRITTEN CONSENT OF CK3, L.L.C..

IN WHOLE OR

IT MAY NOT BE REPRODUCED

ALL RIGHTS ARE EXPRESSLY RESERVED AND

INFORMATION HEREIN, REMAIN THE PROPERTY OF CK3, L.L.C..

THIS DRAWING, AND ALL

~

LARRY HINTON

LARRY HINTON
MATT URE

Reviewed By:
Drawn By:
Approved By:

APRIL 11, 2023
AS SHOWN
N

Print Date:
DWG. Scale:

DATD (

Book & Page:
VAN

REVISION DESCRIPTION

1‘!

e
#

6ATE SEALED

R4
\\RENEWS 06,/30,/2023 /

:ﬁ\

4 N
o .
~ S8 |2
=
s x|
ngg\omg
ZZ%;BEQ
M
28R 9%3
SElcgFze
AOIZ Zloqm s
mmgiﬁz;
;:JCOEQC‘M%UJ
—|Z EHSZ
S al=Firaas
mbh —
Z0% |5
N O o
TITLE

CLLC)(

ENGINEERING-SURVEYING & PLANNING

\

J \L

945 W. Orchard Ave.

Ontario, OR 97914 Hermiston, OR 97838
PH: (541) 889-5411 PH: (541) 567-2345

FAX: (541) 889-2074 FAX: (541) 567-2305
WEB: ck3llc.net

368 S.W. 5th Avenue

SHEET NO.

" EX3

3

DWG NO.

C022017.dwg

@B NO.

C022017 J

PERMIT/BID SET NOT FOR CONSTRUCTION


AutoCAD SHX Text
CELL #1 355,430 ft.³

AutoCAD SHX Text
PERIMETER DIKE SLOPED @ 4:1 MAX

AutoCAD SHX Text
PERIMETER DIKE SLOPED @ 4:1 MAX

AutoCAD SHX Text
PERIMETER DIKE SLOPED @ 4:1 MAX

AutoCAD SHX Text
FIELD @ GRADE

AutoCAD SHX Text
20' WIDE GRAVEL ROAD 

AutoCAD SHX Text
6' HIGH PERIMETER CHAIN LINK SECURITY FENCE

AutoCAD SHX Text
EXISTING CANAL

AutoCAD SHX Text
SOUTHERN PROPERTY LINE

AutoCAD SHX Text
FIELD @ GRADE

AutoCAD SHX Text
20' WIDE GRAVEL ROAD 

AutoCAD SHX Text
6' HIGH PERIMETER CHAIN LINK SECURITY FENCE

AutoCAD SHX Text
M0L. 2177

AutoCAD SHX Text
CFF. 2174

AutoCAD SHX Text
TOB. 2179

AutoCAD SHX Text
CELL #2 355,430 ft.³

AutoCAD SHX Text
CFF. 2174

AutoCAD SHX Text
MAXIMUM ALLOWABLE OPERATING WATER LEVEL

AutoCAD SHX Text
MAXIMUM ALLOWABLE OPERATING WATER LEVEL

AutoCAD SHX Text
OF

AutoCAD SHX Text
4

AutoCAD SHX Text
CO22017.dwg

AutoCAD SHX Text
CO22017

AutoCAD SHX Text
PERMIT/BID SET NOT FOR CONSTRUCTION

AutoCAD SHX Text
3

AutoCAD SHX Text
LARRY HINTON

AutoCAD SHX Text
MATT URE

AutoCAD SHX Text
LARRY HINTON

AutoCAD SHX Text
N/A

AutoCAD SHX Text
APRIL 11, 2023

AutoCAD SHX Text
AS SHOWN

AutoCAD SHX Text
1

AutoCAD SHX Text
THIS DRAWING, AND ALL INFORMATION HEREIN, REMAIN THE PROPERTY OF CK3, L.L.C..   ALL RIGHTS ARE EXPRESSLY RESERVED AND IT MAY NOT BE REPRODUCED IN WHOLE OR IN PART WITHOUT THE EXPRESSED WRITTEN CONSENT OF CK3, L.L.C..

AutoCAD SHX Text
DATE SEALED:

AutoCAD SHX Text
RENEWS 06/30/2023

AutoCAD SHX Text
15637PE

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
TITLE  CLIENTCLIENT


NOLLONYLSNOD ¥04 ION 13S dia/Liny3d

199€8 OHVAI ‘ALLAAVd PUWIIIEO ‘dAM
AONHAV ISTTAN 0S1¢ S0€Z-L9S (1¥S) 'XVA $207-688 (1¥S) :XVd

U ‘ADNAONd SYANIYIVA S¥€T-L9S (1¥S) “Hd 11+5-688 (1+S) :Hd

‘ 8€8/6 WO “UOISTWISH ‘o1
716L6 NODHIO OIIVINO v16L6 YO OLBIUO

mQZOm HZ@ZZﬂQHZOU OAY PIEYDIO M SP6  ANUAAY IS "A'S 89€ N\ N
NINNY'Td 9 BNIKEAUNS-
10§ NOISHA ALIS SHINY'd ¥ DHABATS- BATVTRATONY

e LIGIHXA NV'1d NDISAd OT1T1 "€M1D

SO MO JO INGSNOO NALLIIM d4SSHddXd dHL LNOHLIM 1dVd NI O FTOHM NI d40NJd0dd4d 49 LON AVIN LI ANV JIANGISTHHd AISSHAIXT 4V SIHOIH TV O eMO 40 ALY Id08d dHL NIVAISY NIFYTH NOILVNSOANI 11V ANV "ONIMYSO SIHL

Vv/N :08eq % yoog
NMOHS SV 29180 '"DMA

ONINNVVY TJd

OF

C022017.dw
C022017

£20T ‘L1 ¥dv e wLd

TITLE | CLIENT
4

NOINIH A¥YV1  :Ag pasoiddy

ERY :Ag umeIq

RENEWS 06/30/2023

NOINIH ASSVT :Ag pomarady

DATE SEALED:

SHEET NO.
DWG NO

EDGE OF ROAD

= CATCH BASIN

PIPE INVERT
= HIGH-DENSITY POLYETHYLENE PIPE

= MAXIMUM OPERATING LEVEL
TOP OF BANK/TOP OF POND

SUGAR AVE

= CELL FINISH FLOOR

ABBREVIATIONS

CFF
cB
HDPE
MoL
T0B

20" DEEP ASPHALT
ROAD ENTRY REQ’D

ALL DISTANCES SHOWN HERE ARE IN FEET UNLESS NOTED OTHERWISE

A
Qa
<
o
o
1
<
<
o
o
o
L
T
5
=
]
-
<
X
n
N
\%

FIRE APPARATUS
HAMMERHEAD

SECURITY
GATE

6" CHAINLINK
SECURITY FENCE
ALL AROUND
11 ACRES
DISTURBED

| 515.90't
< GRAVEL ROAD >

2
CFF. 2174
MOL. 2177
355,430 ft.?

< GRAVEL ROAD >
CELL

SOUTH CELL & TO NORTH CELL
782’

4'p CATCH BASIN W/ 12" PVC
DISTRIBUTION PIPE & GATE TO

1
< GRAVEL ROAD >

CELL
CFF. 2174
MOL. 2177
355,430 ft.?
2

< GRAVEL ROAD >

ELEC. METER



AutoCAD SHX Text
EX. 12" PIPE INV. 2176.01'

AutoCAD SHX Text
EX. 12" PIPE INV. 2176.33'

AutoCAD SHX Text
INV OF 12" PIPE= 2176.29'

AutoCAD SHX Text
DSTMH #2637 RIM EL= 2179.65' INV OF 12" PIPE WEST= 2176.65'

AutoCAD SHX Text
DSTMH #2638 RIM EL= 2179.64' INV OF 12" PIPE EAST= 2176.91'

AutoCAD SHX Text
6' CHAINLINK SECURITY FENCE ALL AROUND

AutoCAD SHX Text
11 ACRES  DISTURBED

AutoCAD SHX Text
EX. 12" PIPE INV. 2176.01'

AutoCAD SHX Text
EX. 12" PIPE INV. 2176.33'

AutoCAD SHX Text
INV OF 12" PIPE= 2176.29'

AutoCAD SHX Text
DSTMH #2637 RIM EL= 2179.65' INV OF 12" PIPE WEST= 2176.65'

AutoCAD SHX Text
DSTMH #2638 RIM EL= 2179.64' INV OF 12" PIPE EAST= 2176.91'

AutoCAD SHX Text
SECURITY  GATE

AutoCAD SHX Text
4'  CATCH BASIN W/ 12" PVCDISTRIBUTION PIPE & GATE TO SOUTH CELL & TO NORTH CELL

AutoCAD SHX Text
6' CHAINLINK SECURITY FENCE ALL AROUND

AutoCAD SHX Text
ELEC. METER

AutoCAD SHX Text
CELL #1 CFF. 2174 2174 M0L. 2177 355,430 ft.³

AutoCAD SHX Text
CELL #2 CFF. 2174 2174 M0L. 2177 355,430 ft.³

AutoCAD SHX Text
< GRAVEL ROAD >

AutoCAD SHX Text
< GRAVEL ROAD >

AutoCAD SHX Text
< GRAVEL ROAD >

AutoCAD SHX Text
2

AutoCAD SHX Text
< 75 K ALL WEATHER GRAVEL ROAD >

AutoCAD SHX Text
< GRAVEL ROAD >

AutoCAD SHX Text
20' DEEP ASPHALT ROAD ENTRY REQ'D

AutoCAD SHX Text
ABBREVIATIONS

AutoCAD SHX Text
CFF = CELL FINISH FLOOR = CELL FINISH FLOOR ER = EDGE OF ROAD = EDGE OF ROAD CB = CATCH BASIN = CATCH BASIN INV = PIPE INVERT = PIPE INVERT HDPE = HIGH-DENSITY POLYETHYLENE PIPE = HIGH-DENSITY POLYETHYLENE PIPE MOL = MAXIMUM OPERATING LEVEL = MAXIMUM OPERATING LEVEL TOB = TOP OF BANK/TOP OF POND= TOP OF BANK/TOP OF POND

AutoCAD SHX Text
OF

AutoCAD SHX Text
4

AutoCAD SHX Text
CO22017.dwg

AutoCAD SHX Text
CO22017

AutoCAD SHX Text
PERMIT/BID SET NOT FOR CONSTRUCTION

AutoCAD SHX Text
4

AutoCAD SHX Text
LARRY HINTON

AutoCAD SHX Text
MATT URE

AutoCAD SHX Text
LARRY HINTON

AutoCAD SHX Text
N/A

AutoCAD SHX Text
APRIL 11, 2023

AutoCAD SHX Text
AS SHOWN

AutoCAD SHX Text
1

AutoCAD SHX Text
THIS DRAWING, AND ALL INFORMATION HEREIN, REMAIN THE PROPERTY OF CK3, L.L.C..   ALL RIGHTS ARE EXPRESSLY RESERVED AND IT MAY NOT BE REPRODUCED IN WHOLE OR IN PART WITHOUT THE EXPRESSED WRITTEN CONSENT OF CK3, L.L.C..

AutoCAD SHX Text
DATE SEALED:

AutoCAD SHX Text
RENEWS 06/30/2023

AutoCAD SHX Text
15637PE

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
TITLE  CLIENTCLIENT

AutoCAD SHX Text
100'

AutoCAD SHX Text
100'

AutoCAD SHX Text
0

AutoCAD SHX Text
SCALE 1" = 100'

AutoCAD SHX Text
200'

AutoCAD SHX Text
ALL DISTANCES SHOWN HERE ARE IN FEET UNLESS NOTED OTHERWISE


Partner's Produce Transportation to Sugar Ave

Annual Peak Plant Capacity of Wash Water
Generated in Gallons

Weekly Volume Basis in Gallons (52 weeks/year)
Daily Volume Basis in Gallons (5 days/ week)
Trips per Day using 4000 gallon water truck
Trips per Day using 8000 gallon water truck

. Wash Water Pond Facility

50% of the Wash 100% of the Wash
Water 2000000 Water 4,000.000.
38,462 76,923
7,692 15,385
2 4
1 2
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